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SUMMARY OF LABORATORY TEST RESULTS

. Project: Proposed new Disposal area for channsl to victoria project, near Seadrift, Texas Boring No. 92-55
Contract No. DACWE4-92-D-0001 Delivery Order No. 0023 —
SPT Dry | Wat Torvane
S#| Dapth| PP | Blows Visual Clasgsification USCIMC| Unit] Unit | LL | PL Mechanical Analysis Shear qu
(ft.) |(tsh) per (%) | Wt. | Wt | ()] (%) % passing Strength
foot (peh | (peh #4 #10 | #40 | #100] #200 {tsf) (tsf)
i 1] 02 j45+ Dark gray,Clay,Hard,w/roots CH | 181 '
: 2 2-4 1075 Gray,Clay,Medium stiff,w/calcaraous nodules and CH|875] 83.7]116.1] 66 | 26 | 99.7 | 99.4 | 891 g8.2 | 97.9 0.35 0.68
’ ferrous stains
3| 46 [0.75 Gray,Clay, Madium stitf, w/calcareous nodules and CH | 381 0.35
ferrous stains .
4 68 | 1.25 Otfive gray.Clay,Stiff, Sandy,w/sand pockets CL (271 983 {1249} 41| 20 | 100.0] 100.0| 899 | 856 | 64.6
5| 85-10 5 |Gray,Sand Loose, Slity SM
6 |13.5-15 1 33 |Gray,Sand.Dense,Silty SM
7 |18.5-20 8 {Gray.Sand,Loose,Silty sM

S#: Sample Numbaer, PP: Pocket Penstrometer Reading, USC: Unitied Soil Classification, MC: Moisture Content

qu: Unconfined Compressive Sirength, WOH: Waslght of Hammer, WOP: Weight of Pips
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JOB NO. 14G599

DATE 8

PROJECT Proposed Disposal area for Channel to

Victoria Project
AREA near Seadrift, Texas
BORING NO. 92-55

SPECIMEN NO. 1

CLASSIFICATION :
Gray,Clay,Medium stiff,w/calcareous nodules & Ferrous stains
Tare No. P201 Height 5.595 in.
Tare plus Wet Specimen 646.33 gm Average Diameter 2.830 in.
Tare plus Dry Specimen 481.74 gm - Initial Area 6.290 sq in.
Water Weight 164.59 gm Volume 35.194 cu in.
Tare Weight 42.83 gm Volume of Solids cu in.
Wet Specimen 1063.15 gm Void Ratio
Dry Specimen 773.20 gm Saturation
Water Content - 37.50 % Dry Density 83.7 1lb/cu ft
Specific Gravity of Solids
LL = 66 PL = 26 PI = 40
Proving Ring No. 10170
Proving Ring Constant, K = .766 lbs/div.
Elapsed Dial Cumulative Proving Ring Axial Axial Area Compr.
Time Reading Change Dial Reading Load  Strain Corr. Stress
min. 0.001" in. 1b sq in. tsf
.0 0. .000 .0 .0 . 000 6.29 .000
.2 10. .010 18.0 i3.8 .002 6.30 .158
+4 20. .020 29.0 22.2 . 004 6.31 .253
+ 6 30. .030 36.0 27.6 . 005 6.32 .314
-8 40. .040 41.0 31.4 . 007 6.34 «357
.9 50. .050 45,0 34.5 .009 6.35 391
1.1 60. . 060 49.0 37.5 .011 6.36 «425
1.5 80, . 080 56.0 42.9 .014 6.38 .484
1.7 100. «100 62.0 47.5 018 6.40 .534 .
2.0 120. .120 67.0 51.3 .021 6.43 .575
2.3 l140. .140 71.0 54.4 .025 6.45 . 607
2.7 160. +160 75.0 57.4 .029 6,48 .639
3.0 180. .180 78.0 59.7 .032 6.50 .662
3.3 200. .200 80.0 61.3 .036 6.52 .676
3.6 220. .220 81.0 62.0 .039 6.55 .682
3.9 240. 240 81.0 .043 6.57 . 680

SAMPLE NO. 2
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Test No. 1 '
Type of Specimen Undisturbed
Woter content Wo 375 x 4 L 3
5 Void rotio 2y
E Saturation So ¢ £
Dry density, Ib/cu ft Ya 83.7
Time to foilure, min 4 358
Unconfined compressive q,
strength, T/sq 68
Undroined. shear strength, T/sq ft S, 34
Sensitivity ratio S
Initia! specimen diameter, in. Dy 2.830
Initial specimen height, in. Ho 5.585

Classification Gray.Clay.Médium stiff,w/colcareous nodules & Ferrous stains

LL 66 PL
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